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Pulse Start Metal Halide Lamps – 
Enclosed Luminaires Only 
 
 
Features and Benefits 
 
• Quicker start and restrike times than standard metal 

halide lamps 
• Longer life as compared to typical metal halide lamps 
• Up to 25% increase in lumen maintenance versus basic 

metal halide lamps 
• Increased efficacy – Up to 110 lumens per watt 
• Applications 

− Parking lots 
− Exterior lighting 
− Industrial lighting 
− High bay retail 

 
 
 
Lamp Specifications 
 

Watts Bulb Base Philips 
Number Ordering Code ANSI 

Code Description Avg. Life 
(hrs) 

175 ED-28 Mog. 276626 MS175/BU/PS M137 Clear, Base-
Up +15º 15,000 

250 ED-28 Mog. 276618 MS250/BU/PS M138 Clear, Base-
Up +15º 15,000 

320 ED-28 Mog. 247387 MS320/BU M132 Clear, Base-
Up +15º 20,000 

   291823 MS320/C/BU/PS M132 Coated, 
Base-Up +15º 20,000 

400 ED-37 Mog. 278168 MS400/BU/PS M135/
M128 

Clear, Base-
Up +15º 20,000 

   283622 MS400/C/BU/PS M135/
M128 

Coated, 
Base-Up +15º 20,000 

1000 BT-37 Mog. 360198 MS1000/BU/BT37/PS M141 Clear, Base-
Up +15º 12,000 

 

 

ED-28 
Initial 
Lumens Color/CRI NSN 

16,000 3900K/65  

23,800 4000K/65  

31,400 4300K/65  

29,800 4000K/70  

44,000 4200K/65  

41,600 3700K/70  

120,000 3800K/65  

  ED-37 
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